
DC1
Electrical equipment for cleaning Electrical equipment for cleaning 
of extraction ductsof extraction ducts

Electrical equipment for ducts up to 600 mm
Cleans accumulated grease in fume extraction ducts.  
Allows active foam to be injected inside the duct and 
rinsed with water for a perfect finish.  
• It incorporates the Proaxis system, which minimises

shaft breakage during cleaning.
• Connected to the FH15 foaming equipment, it allows

you to inject the active foam that adheres to the entire
surface of the duct.

• The remote control allows the equipment to be used
by a single employee.
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REMOTE
CONTROL

APLICATIONSAPLICATIONS

HMI display. 
All control at the touch of a finger

BRUSHES.
With different materials and sizes 
according to the need. Double 
row brushes for effective 
cleaning in square ducts.

ifoam connection

CONTROL PANELCONTROL PANEL
FUNCTIONSFUNCTIONS

Bi-directionalBi-directional
brush rotationbrush rotation

automatic brush automatic brush 
rotation speedrotation speed

remote controlremote control

HMI displayHMI display

Connection to foaming Connection to foaming 
equipmentequipment

Remote control Remote control 
includedincluded

DUCT BRUSHING EQUIPMENTDUCT BRUSHING EQUIPMENT

230V-50Hz | CF3120414
110V-60Hz |  CF3120415



 

 

CONSUMABLESCONSUMABLES

MANDO CONTROLMANDO CONTROL
REMOTO. REMOTO. 

OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES

PACK x5 MIXED.  PACK x5 MIXED.  
Grease grade 3  
(high soiling). 
Ø200 | 300 | 400 | 500 y 
600 mm.

PACK x5 SQUARE PACK x5 SQUARE 
DUCTS. DUCTS. Square duct 
Ø250 | 300 | 350 | 400 y 
500 mm. 

CENTERING DEVICE. CENTERING DEVICE. 
Recomended to clean 
ducts from 400-600 mm

ANTI BREAKAGE ANTI BREAKAGE 
HOSEHOSE
PROTECTORPROTECTOR

WRIST REMOTE CONTROLWRIST REMOTE CONTROL
Allows the equipment to be controlled 

by a single operator (optional).

PACK x5 PBT.  PACK x5 PBT.  
Grease grade 2  
(medium soiling).
Ø200 | 300 | 400 | 500 y 
600 mm.

Power supply

Engine power:

Engine rotation speed

Direction of rotation

Control panel

Structural material

Dimensions 
(L x A x Al) 

Weight

230 V - 50-60 Hz
110 V - 50-60 Hz

370 W max.

0 - 3000 r.p.m. 

Right / Left

Electric

HMI screen

15 m | 49 ft

Stainless steel 
and HDPE

1002 x 365,5 x 967 mm 
39,4 x 14,3 x 38 inches 

65,5 kg | 144,4 lb 

Engine operating speed 0 - 500 r.p.m. 

Control system

Hose length

Noise level Less than 70 dB

TECHNICAL CHARACTERISTICSTECHNICAL CHARACTERISTICS

DUCT BRUSHING EQUIPMENTDUCT BRUSHING EQUIPMENT

COD. AC3303605

COD. CP1302828COD. CP2300511

COD. AC3101600 

COD. AC3303112   

COD. CP1203030


